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RECORD OF CHANGES 

CHANGE 
NO. DATE TITLE OR BRIEF DESCRIPTION ENTERED BY 

Issue F 6 March 2003  AS Canada Ltd 

Issue G 11 August 2004 Revised to Issue G as per DCO 04-100 AS Canada Ltd 

Issue H 25 November 2005 
Revised to Issue H as per DCO 05-64 dated 6 
June 2005, as per DCO 05-95 dated 14 
September 2005 and as per DCO 05-138 

AS Canada Ltd 

Issue I 20 April 2006 Revised to Issue I as per DCO 06-50 AS Canada Ltd 

Issue J 10 April 2007 Revised to Issue J as per DCO 07-49 AS Canada Ltd 

Issue K 22 September 2008 Revised to Issue K as per DCO 08-101 AS Canada Ltd 

Issue L 5 July 2010 
Revised to Issue L as per DCO 10-109 dated 
22 June 2010, as per DCO 10-138 dated 4 July 
2010 

AS Canada Ltd 

Issue M 3 July 2012 Revised to Issue M as per DCO 12-79 AS Canada Ltd 

Issue N 26 February 2013 Revised to Issue N as per DCO 13-29 AS Canada Ltd 

Issue A 10 December 2015 Converted to Airborne Systems TM formatting. 
Assigned new manual part number Kenneth W. George 
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